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Installation Guide

SWAFAN RGB
Radiator Fan
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Fan Blade 1 (Pre installed on the fan       )

Airflow Direction:

Air Exhaust
Airflow Direction:

Air Intake

2 Replace fan blades

3

Choose your fan blade type

Fan Blade 2

After replacing the fan blades several times, 

readd the oil into the bearing (about 0.1ml)

Install the fans properly onto the radiator.

Oil Setup Guide

210 mm

297 mm

刀模線

105G是X X 雙銅單色 無無

其他特殊處理效果表面處理
2

厚度(g/m )折數 材質雙面印刷 印刷色彩單面印刷

規格樣式單張 CHECK DESIGN

藍色線條為尺寸標示，請勿印刷上去！
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Controller Installation Guide
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Connect the fans to the controller.

Set the DIP switch on the back side of the controller 

to assign the number of the controller

NO.1

ON

1 2 3 4

NO.3

ON

1 2 3 4

NO.2

ON

1 2 3 4

NO.4

ON

1 2 3 4

NO.9

ON

1 2 3 4

NO.11

ON

1 2 3 4

NO.10

ON

1 2 3 4

NO.12

ON

1 2 3 4

NO.5

ON

1 2 3 4

NO.7

ON

1 2 3 4

NO.6

ON

1 2 3 4

NO.8

ON

1 2 3 4

4

NO.13

ON

1 2 3 4

NO.15

ON

1 2 3 4

NO.14

ON

1 2 3 4

NO.16

ON

1 2 3 4

Connect the controller cable onto the motherboard 

(USB 2.0 9 pin) and controller.

If you want to connect two or more controllers, 

you can sync the controllers with the bridge 

connector.

Connect the power cable to the 4pin Molex 

connecter and controller.
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